electronics GET CONNECTED

## PRODUCT NEWS - New MZ167 series for Mazda 3 \& CX-3

| SUITABLE VEHICLES |  |  |  |
| :---: | :---: | :---: | :---: |
| Manufacturer | Model | Platform | Year |
| Mazda | 3 (BP) | 5 Door | 03/2019 - |
| Mazda | 3 (BP) | Saloon | 10/2019 - |
| Mazda | CX-30 | SUV | 09/2019 - |
| SPECIFICATIONS |  |  |  |
| Part number | MZ16707U |  | MZ16713U |
| Retail price | £168.00 |  | £187.00 |
| Socket type | 7 pin socket |  | 13 pin socket |
| EAN | 8717323071625 |  | 871732307649 |
| Check control | For vehicles with and without bulb failure |  | For vehicles with and without bulb failure |
| Rear fog light cut off | With rear fog light cut off |  | With rear fog light cut off |
| C2 indicator control | With C2 indicator control |  | With C2 indicator control |
| Original connectors | With original connectors |  | With original connectors |
| PDC cut off | Original PDC cut off |  | Original PDC cut off |
| Switched feed ( +15 ) | No |  | 2 wire extension kit required |
| Permanent feed (+30) | No |  | Integrated in kit |
| Power connection | In the Front of the vehicle |  | In the Front of the vehicle |
| Installation time (est.) | 30-45 min |  | 30-45 min |
| Coding | Coding is not required |  | Coding is not required |
| LED compatible | Yes (40ma per channel minimum) |  | Yes (40ma per channel minimum) |
| Prepared connector | N/A |  | N/A |
| Extension kit | None |  | SP135ZZ required for full function |
| Remarks | None |  | None |
| Fitting instructions - 3 5Door | Download |  | Download |
| Fitting instructions - 3 Saloon | Download |  | Download |
| Fitting instructions - CX-30 | Download |  | Download |
| Availability | Week 27 (29 ${ }^{\text {th }}$ June 2020) |  | Week 27 (29 ${ }^{\text {th }}$ June 2020) |

